
DigiMag® PAPER
Inkjet Printable
Magnetic Sheet

Expand your Printing Capabilities with 
DigiMag® PAPER Magnetic Sheet.
White, printable magnetic sheets for desktop and 
wide-format dye- and pigment-based inkjet printers. 
Now you can create your own personalized magnets 
in any color, combination of colors… even exciting 
full color.

DigiMag® PAPER has Multiple  
Uses and Features. 
You can purchase DigiMag® PAPER inkjet printable 
magnetic sheet in rolls or in sheets, cut to your 
specifications.
•	Flexibility… DigiMag® PAPER lays flat and  
	 adheres to most metal surfaces or magnetic  
	 receptive RubberSteel® sheet.
•	Easy to use… Clean Cut Technology eliminates 	
	 adhesive build up and residue on your cutting  
	 equipment.
•	DigiMag® PAPER magnet can be cut with a 		
	 knife or scissors to any desired shape.
•	Permanent bond outperforms conventional  
	 magnetic material by virtually eliminating  
	 delamination.
•	Special surfaces bring out the brilliant color of 	
	 your creations. DigiMag® PAPER is available in 	
	 matte and premium gloss finishes.
•	Easy to Store.
•	Works with a variety of inkjet printers including 	
	 Canon®, Epson®, and HP®. DigiMag® PAPER  
	 magnetic sheet is safe for most dye- and pigment-	
	 based printers.
•	DigiMag® PAPER is suitable for indoor  
	 applications only.
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DigiMag® PAPER for dye- and pigment-based inkjet printers
12 mil (.30 mm) White Matte 	 14 mil (.36 mm) 	 30 (146) 	 49 (22 kg)
12 mil (.30 mm) White Gloss 	 17 mil (.43 mm) 	 30 (146) 	 49 (22 kg)
15 mil (.38 mm) White Matte 	 17 mil (.43 mm) 	 40 (195) 	 61 (28 kg)
15 mil (.38 mm) White Gloss 	 20 mil (.51 mm) 	 40 (195) 	 61 (28 kg)
20 mil (.51 mm) White Matte 	 22 mil (.56 mm) 	 60 (293) 	 79 (36 kg)
20 mil (.51 mm) White Gloss 	 25 mil (.64 mm) 	 60 (293) 	 79 (36 kg)
Recommends storing paper magnet products at 68-74 deg F at 45-55% relative humidity for best results.
NOTES: Custom thicknesses and tolerances may be special ordered. Thicknesses 12 mil (.30 mm) and greater are available in rolls ranging 
from 10 ft. (3.05 m) to 200 ft. (60.96 m) in widths up to 24 3/8 inches (619.1 mm). Custom roll lengths are available upon request. 3 inch 
(76.2 mm) core is standard.
General Notes: Tolerances: Widths: +/-.03" (.79 mm); Lengths: +/-.06" (1.59 mm) or +/- 1% whichever is greater. *Minimum thickness 
includes paper.  
**Minimum pounds pull at zero air gap based upon standard poles per inch. Contact us for information about average pull strengths and the 
recommended product for your application.
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Specifications

DigiMag® PAPER is also available in
standard 8.5 x 11 inch (215.9 mm x
279.4 mm) and A4 8.7 x 11.69 inch
(221 mm x 296.9 mm) cut sizes or can
be cut to customer requirements. Die-cut
business cards (10 up) in standard  
8.5 x 11 inch (215.9 mm x 279.4 mm) 
sheets and die-cut photo frames (4 up)  
in standard 7.37 x 9.40 inch  
(187.3 mm x 238.9 mm) sheets are  
also available.

Creative and
Colorful Ways
to Use DigiMag®

Magnets...

•	P.O.P. Displays
•	Message Boards
•	Teaching Aids
•	Arts and Crafts
•	Decorative Magnets
•	Toys and Games
•	Portraits
•	Posters
•	Temporary Signage
•	 ...and much more

Places to Use
DigiMag® Magnets...

•	P.O.P. Displays
•	Retail Stores
•	Restaurants
•	Classrooms
•	Offices
•	Factories
•	Churches
•	Trade Shows
•	 ...and much more

Combine DigiMag® Magnets 
with RubberSteel® Magnetic 
Receptive Material...
Put your magnetic creations on any
non-metallic surface.

Our Promise to Customer Service
We pride ourselves on unparalleled
customer service — not just lip service.
We offer genuine, customer-oriented
solutions that beat the competition.  
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